
 
 
 
 Installing the Lateral Lines 
 
If you can only devote a day or two at a time to installing 
this system, and the installation is in an area that is currently 
landscaped, lay out all zones and install one zone 
at a time using the following steps: 
1. Lay Out System: Using the plot plan and small sprinkler 
flags, mark the location of the sprinklers and their 
zone valve. Make adjustments as necessary for complete 
head-to-head coverage. If it appears that you will need to 
revise the plan (add a head), recheck the flow numbers 
to make sure you are within the system’s design capacity. 
2. Using marking spray paint, mark the locations for 
the lateral lines. 
3. Installing Pipe: Lay out pipe and fittings at the side of 
the trenches according to how they will be installed. Be 
careful not to get dirt and debris inside the pipe. 
 
 
Installing the Controller 
 
1. Decide where you would like to locate the controller. 
Most residential controllers should be installed indoors, 
i.e. the garage. Follow the installation instructions that 
come with the controller. You will need a 230V electrical 
outlet to plug in the low voltage transformer. 
2. Ensure your wires are individually marked at both ends to ensure you do not get 
confused of which wire is going to the valve. 
3. Installing Wire: Lay the wire in the trench from the 
controller to the valve manifolds. It is best to protect the 
wire from future digging by installing it directly beneath 
the pipe where possible. Leave an expansion loop of wire 
at each change of direction. The loop will ensure that the 
wires will not be installed too tightly and will reduce the 
possibility of stretching. 
4. Connect the wires to the valves with waterproof connectors. 
You will need one wire for each valve, plus one 
common wire which will be connected to one of 
the wires on all of the valves. 
 
Installing Heads 
 
1. Install all the heads but the last head on a run. 
Leave the last one(s) off for proper flushing. 



2. Flushing System: Turn on the zone manually at the 
valve. Allow the water to flush out any dirt which may 
have entered the system. Flush the system even if you 
are sure nothing got in during installation. When you are 
certain that the water is clean, turn the zone valve off 
and install the remaining heads. 
3. Checking for Proper Coverage: Turn the zone on at 
the controller. By activating the controller, you are making 
sure that the wire and wire connectors are operating 
properly. Adjust the sprinklers and check for coverage. 
 
Backfilling 
 
1. Do not directly bury the valves. Install a valve box for 
easy access to valves. Wait until you are backfilling the 
trench to set the valve box. 
2. Make sure there are no rocks directly next to the pipe. 
Backfill one-third to one-half of the depth of the trench at 
a time, compacting the dirt as you go. Make sure to allow 
for the extra dirt on the sod when setting the sprinkler 
heads and valve boxes 


