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•	 Innovative	filter	design	captures	and	retains	
	 large	amounts	of	solids	
•	 Operation	is	easy	and	requires	no	special	tools	
•	 Excellent	corrosion	resistance	

•	 Long	life	span	
•	 Polyamide	housing	-	resistant	to	harsh	
	 environmental	conditions	(¾”	PBT	housing)

Manual Disc Filters  3/4” - 1” - 1 1/2” 

3/4” Technical Data 3/4”

Max.	pressure 10	bar

Flowrate:	400-100	micron	(40-140	mesh) 4	m3/h

Filtration	surface	area 160	cm2

Filtration	volume 95	cm3

Filter	length	-	L 144	mm

Filter	width	-	WØ 74	mm

Distance	between	end	connections	-	A 150	mm

Weight 0.37	kg

1” Technical Data 1” 1” Super

Max.	pressure 10	bar 10	bar

Flowrate:	400-100	micron	(40-140	mesh) 6	m3/h 8	m3/h

55	micron 4	m3/h 6	m3/h

Filtration	surface	area 306	cm2 500	cm2

Filtration	volume 360	cm3 592	cm3

Filter	length	-	L 233	mm 340	mm

Filter	width	-	WØ 130	mm 130	mm

Distance	between	end	connections	-	A 158	mm 158	mm

Weight 1.1	kg 1.4	kg

1 1/2” Technical Data 1 1/2” 1 1/2” Super

Max.	pressure 10	bar 10	bar

Flowrate:	400-100	micron	(40-140	mesh) 8	m3/h 12	m3/h

55	micron 5	m3/h 8	m3/h

Filtration	surface	area 306	cm2 500	cm2

Filtration	volume 360	cm3 592	cm3

Filter	length	-	L 250	mm 350	mm

Filter	width	-	WØ 130	mm 130	mm

Distance	between	end	connections	-	A 200	mm 200	mm

Weight 1.3	kg 1.5	kg

3/4” 1” 1” Super 1 1/2” 1 1/2” Super

Inlet/Outlet Connection

3/4”- 1”- 1 1/2”

Standard Features:


