Applications: irrigation and germination of
vegetables, flowers and nursery crops

* Unique hammer combined with SD (super diffuser)
plate - designed for uniform distribution with single or
dual nozzles

* High distribution uniformity up to 14 m

* Reduced sensitivity to clogging and higher resistance to wind

* Designed for short irrigation cycles for germination

* Color-coded bayonet nozzles for easy service

* High impact and heavy-duty plastic materials for
resistance to corrosion, chemicals and radiation

5022 SD PerformanceTable - Single nozzle, Black long SD

Precipitation rates (mm/hr) and uniformity (CU) at various spacing

,\éozlﬂe p Q D Spacing (m)
olor
(mm) | ®an) | ) m)oxi0 | 10x12 | 12x12| 12x14 | 14x14

25 | 0570 | 210 | 57 | 48 | 40 | 34 | 29
3.0 30 [ 0630 | 220 | 63 | 53 | 44 | 38 | 32
Red 35 | 0680 | 23.0 68 | 57 | 47 | 4.1 3.5
40 | 0720 | 230 72 | 60 | 50 | 43 | 37
25 | 0640 | 212 64 | 53 | 44 | 38 | 33

32 30 | 0700 [ 222 70 | 58 | 49 | 42 | 36
Green 35 | 0760 | 23.0 76 | 63 | 53 | 45 | 39
40 | 0810 | 230 | 81 | 68 | 56 | 48 | 4.l
25 | 0740 | 23.0 74 | 62 | 51 | 44 | 38
35 30 0810 | 230 | 81 | 68 | 56 | 48 | 4.1
Blue 3.5 | 0870 | 240 87 | 73 | 60 | 52 | 44
40 [ 0930 | 250 | 93 | 78 | 65 | 55 | 47
25 | 0950 | 232 | 95 | 79 | 66 | 57 | 48

40 30 | 1030 | 242 | 103 | 86 | 72 | 61 | 53
Black 3.5 1.110 | 25.0 11| 93 77 | 66 | 57
40 | 1180 | 260 | 118 | 98 | 82 | 70 | 6.0

For single nozzle or dual nozzle sprinkler be sure using the
recommended SD unit (appears above performance table)

IrriStand systems

Plastic impact sprinkler, 1/2”
male or 3/4” female.
Mounted on riser

LPD 1/2”
data on page 18

PVC riser
3/4” x 70cm

Amirit

5022 SD PerformanceTable - Dual nozzle, Blue short SD

Nozzle P Q D Spacing [m]
Color (bar) | (m’/h) (m)
(mm) 10x10| 10x12| 12x12 | 12x14| 14x14

25 | 0760 | 210 76 | 63 | 53
3.0x1.8 30 | 0840 | 220 84 | 70 | 58
Red 35 0900 | 23.0 9.0 75 6.3
40 | 0970 | 220 97 | 8l 6.7
25 | 0820 | 210 82 | 68 | 57
32x18 30 | 0900 | 220 90 | 75 | 63
Green 35 | 0980 | 230 98 | 82 | 68
40 1.040 | 230 104 | 87 | 72
25 | 0890 | 230 89 | 74 | 62 | 53
3518 30 | 0990 | 230 99 | 83 | 69 | 59

Blue 35 1.060 | 240 106 | 88 74 6.3

40 1.150 | 240 115 | 96 | 80 | 68

25 1.100 | 240 110 | 92 | 76 | 65 | 56
40x1.8 3.0 1220 | 250 122 | 102 | 85 | 73 62
Black 35 1330 | 250 133 | 1L | 92 79 6.8

4.0 1.430 26.0 143 1.9 9.9 85 73

Rear nozzle: 1.8 - Light Green

| Color code - Distribution uniformity | CU > 92% | CU 88-92%

CU 85-88% | CU <85%

* Performance table prepared under laboratory conditions
* For windy conditions use closer spacing
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