-

Effluent Part D - Pod Sprinkler Lines

Quantities are for 1 Pod Sprinkler Line (1 Carton).
PLEASE NOTE there are 3 cartons per Effluent System.

Effluent Part D- Pod Sprinkler Lines
No. Product Code ltem Name Qty
Screw Bag Contains
1 IP-SCREWS Medium Self Tapper (10 x 3/4) or (10 x 5/8) 36 T —
Bolt Bag Contains
2a IP-UBOLTS M8 Flanged Nuts 24 — T
2b IP-UBOLTS M8 U-Bolts 12 1
3 IP-WIRE Irripod Wire Protector 6
4 A329 Senninger 4023 Sprinkler (Packed Seperately) 6
5 IP-WIRECLIP Irripod Wire Retainer Clips 12
6 IP-COVER-LI Irripod Lilac Top Cover 6
7 SS20 20mm Hansen Socket 6
8 TST45LDL20M 45mm LD Low Riser 6 @
9 IPO701 IP-Seal 6 7
10 CTA40-45LD Irripod Cross Tee Anchor 40-45 LDPE 6 20. a
11 IP-BASE-BLK Irripod Black Base 6 s ®
12 HCEPA45 (45) 45mm Hansen Camlock (w ith Lilac Nut) 2
13 A325 50mm Female Camiock 1 @
14 HTES0 50mm Hansen Tow Eye 1 N W
15 TOWROPE Tow Rope 1 -
16]  TOWBALL irripod Tow Ball 1 9 @ 2.
Items 1, 2a-2b, 3, 5, 8 and 10 are included in TSK40-45LDU. 7
45mm Effluent Pipe (Pipe Coil Supplied Separately)
No. Product Code ftem Name Qty @
17 | 2230.45PN5.120 Effluent Pipe 45mmx 120m 1 10.
15.
o o @] 16.
iripod
\_ www.irripod.com Pipe needs to be uncoiled and laid out at least 24 hours before use —.




