
Irripod In-line Multi Fit
Installation and User Guide

Irripod In-line Multi Fit is a flexible, cost effective irrigation 
Pod Skid that can be used as a replacement Pod or on an 
extension to existing sprinkler irrigation systems. 

Designed to fit 32mm or 40mm LDPE pipe and to 
accommodate all LDPE fitting and sprinkler configurations. 
Irripod In-line Multi Fit offers a cost effective alternative for 
end users.

Irripod Multi Fit is simple to install; just follow the step by 
step instructions.



Installing Pod Skids (Based on 15M Pod Spacings)

Fix wire clip into opposing holes on body 
sides.

Screw wire clip holders into the holes 
provided.

Flush the irrigation line prior to fitting the 
pipeline Tow Eye to remove any drilling 
debris left in the pipe.

Lay pipe over Skid Base and secure in 
position with Cross Tee Anchor.

Select the Riser to suit your sprinkler size. 
Ensure fastening nuts are tightened evenly. 
Fit O-ring seal to sprinkler riser, locate riser 
spigot into hole in pipe and fasten the 
cross tee anchor.

Secure top body by screws around the 
base.

Screw sprinkler into sprinkler riser. Locate body on skid base and push firmly 
down to engage grip lugs.

Disclaimer

Whilst every effort have been made to ensure accuracy, neither Irripod Limited nor any employee of the company, shall be liable on any ground whatsoever to any party in respect 
of decisions or actions they may make as a result of using this information. Irripod reserves the right to make changes without notice to any service or product specification to 
improve reliability, function or design.  Irripod is a registered trademark of Irripod Ltd. © 2006 Irripod Limited. All rights reserved.

Hansen is a registered trademark of Hansen Products (NZ) Ltd. IR
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Irripod Code Description Qty
IP-BASE-BK Irripod Black Base 1
IP-COVER-BL (Black) Irripod Black Top Cover 1
IP-WIRE Irripod Wire Protector 1
IP-WIRECLIP Irripod Wire Retainer Clips 2
IP-BOLTS Irripod Bolt Bag 1
IP-SCREWS Irripod Screw Bag 1
IP-SEAL Irripod Tapping Saddle Seal 1

Irripod Code Description Qty
CTA32-40LDPE Cross Tee Anchor 32-40 LDPE 1
TST32LDLAC 32mm LD Low Riser ACME 1
TST40LDLAC 40mm LD Low Riser ACME 1
ACME-MF-HA Acme Male-Female High Adaptor 1
ACME-F-MA Acme-BSP Female Medium Adaptor 1

PACK INCLUDES:

Drill 15mm (9/16”) hole at required spacing 
for the sprinkler type being used and 
remove all drilling swarf. Ensure the hole 
is drilled perpendicular to the Pod Base.


